Condensing Units

1/2 HP to 5 HP Air Cooled Single Condensing Units

The Minicon line of condensing units are available in hermetic, semi-hermetic and scroll compressor designs. These fully featured, low-profile units also come in pre-configured packages for indoor, outdoor, and low ambient applications.

Standard Features

- Copper tube and aluminum fin condenser.
- Compressor contactor.
- Main power block and control circuit fuses.
- Control circuit transformer on 460V units.
- Encapsulated high side control.
- Adjustable low pressure control.
- Refrigerant receiver with isolation valve and relief plug.
- All weather housing on raised base.
- Liquid line and Suction line piped outside the housing.
- Spring-mount and discharge vibrasorbers on 4-6 HP semi-hermetics.
- UL and cUL approvals for indoor and outdoor use.

Available Options

- Air or electric defrost kits.
- Low ambient flooded controls.
- Fan cycling kit.
- Suction line filter.
- Suction line accumulator.
- Liquid filter, drier, and sight glass.
- Crankcase heater.
- Suction accumulator.
- Heated and insulated receiver.
- Snow or hail guards.
- Stainless steel pressure hoses.
- Integral disconnect switch.
- 4 year extended compressor warranty.

With a flush electrical panel, these compact, low-footprint units are designed for tight spaces yet are completely serviceable.